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PRECAUTIONS

/A, WARNING

Only qualified personnel should install and service the equip-
ment. The installation, starting up, and servicing of heating, ven-
tilating, and air-conditioning equipment can be hazardous and
requires specific knowledge and training. Improperly installed,
adjusted or altered equipment by an unqualified person could
result in death or serious injury. When working on the equip-
ment, observe all precautions in the literature and on the tags,
stickers, and labels that are attached to the equipment.

UTILIZATION:

Do not dispose of this product together with unsorted municipal
waste.

It's necessary to transfer this type of waste for special processing.
It's illegal to throw the device together with other household waste.
There are several ways to get rid of this type of equipment:w

A.The city organizes electronic waste collection, you can pass
the device without the cost.

B. When you buy a new device the seller will accept the old
device without any fees.

C. Manufacturer will take the product from buyer produkt
without charging it with costs.

D.Products of this type, contains valuable elements, it
can be sold on purchase of metals.

Throwing the device ,,on wild” exposes you to the risk

of losing your health. Dangerous substances from the
device can penetrate to groundwater screating a danger
of getting through to people’s food chain.
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PRECAUTIONS

Read the following if you use the device in European countries:

The device can not be operated by children over 7 years old, disabled
people and people without experience and knowledge.
Instructions should include a description of the correct and safe
handling of the device and oraz information about possible dangers.
Children should not play with the device. Cleaning and servicing
should be carried out by authorized persons.

1. INTRODUCTION TO REFRIGERANTS R32

Therefrigerantsused forair conditionersare environmentally friendly
hydrocarbons R32. The two kinds of refrigerants are combustible
and odorless. Moreover, they can bum and explode under certain
condition. However, there will be no risk of buming and explosion if
you comply with the following table to install your air conditioner in
aroom with an appropriate area and use it correctly.

Compared with ordinary refrigerants, Refrigerants R32 s
environmentally friendly and do not destroy the ozone sphere and
that their values of greenhouse effect are also very low.

Detailed parameters and information about purchased unit can be
foundinthe productficheattached tothe device (i.e.typeand charge
amount of refrigerant, global warming potential, CO2 equivalent).
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SAFETY PRECAUTIONS

/A WARNING

- Please read the manual before installation, using, maintenance.

« Do not use means to accelerate the defrosting process or to
clean, other than those recommended by the manufacturer.

« Do not pierce or bum the appliance.

- The appliance shall be stored in a room without continuously
operating sources (for example: open flames, an operating
ignition gas appliance or an operating electric heater.)

- Please contact the nearest after-sale service center when
maintenance is necessary. At the time of maintenance, the
maintenance personnel must strictly comply with the Operation
Manual provided by the corresponding manufacturer and any
non-professional is prohibited to maintain the air conditioner.

- It is necessary to comply with the provisions of gas-related
national laws and regulations.

« It is necessary to clear away the refrigerant in the system when
maintaining or scrapping an air conditioner.

L]

IMPORTANT NOTE
Read the user manual, installation manual and service
manual carefully before installing or operating your new air
conditioning unit.
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SAFETY PRECAUTIONS

WARNING: Risk of fire/flammable materials
(Required for R32/R290 units only)

2.SAFETY RULES AND RECOMMENDATIONS FORTHE
INSTALLER

A, CAUTIONS

« Read this guide before installing and using the appliance.

« Make sure that the base of the outdoor unit is firmly fixed.

- Carry out a test cycle after installing the air conditioner and
record the operating data.

« Check that the socket is suitable for the plug, otherwise have
the socket changed.

- The appliance must be installed in accordance with applicable
national regulations.

- Before accessing the terminals, all the power circuits must be
disconnected from the power supply.

« During the installation of the indoor and outdoor units the
access to the working area should be forbidden to children.
Unforeseeable accidents could happen.

« The user must protect the indoor unit with a fuse of suitable
capacity for the maximum input current or with another
overload protection device.
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SAFETY PRECAUTIONS

/A, CAUTIONS

« The ratings of the fuse installed in the built incontrol unit are
T5A/250V.

« The air conditioner must be installed by professional or qualified
persons.

- Check that air cannot enter the refrigerant system and check for
refrigerant leaks when moving the air conditioner.

Ensure that the mains voltage corresponds to that stamped on
the rating plate. Keep the switch or power plug clean. Insert
the power plug correctly and firmly into the socket, thereby
avoiding the risk of electric shock or fire due to insufficient
contact.

If the appliance gives off smoke or there is a smell of burning,
immediately cut off the power supply and contact the Service
Centre.

- The appliance must be fitted with means for disconnection
from the supply mains having a contact separation in all poles
that pro vide full disconnection under overvoltage category llI
conditions, and these means must be incorporated in the fixed
wiring in accordance with the wiring rules.

Do not install the appliance at a distance of less than 50 cm
from inflammable substances (alcohol, etc.) Or from pressurised
containers (e.g. spray cans).

If the appliance is used in areas without the possibility of
ventilation, precautions must be taken to prevent any leaks
of refrigerant gas from remaining in the environment and
creating a danger of fire
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SAFETY PRECAUTIONS

/A, CAUTIONS

- The packaging materials are recyclable and should be disposed
of in the separate waste bins . Take the air conditioner at the end
of its useful life to a special waste collection centre for disposal.

« Only use the air conditioner as instructed in this booklet. These
instructions are not intended to cover every possible condition
and situation. As with any electrical household appliance,
common sense and caution are therefore always recommended
for installation, operation and maintenance.

- Do not try to install the conditioner alone always contact
specialized technical personnel.

« The flaps must be directed downwards in the heating mode
and upwards in the cooling mode.

Selecting the most suitable temperature can prevent damage
to the appliance.

Do not pull out the plug to switch off the appliance when it is
in operation, since this could create a spark and cause a fire, etc.

- This appliance can be used by children aged from 8 years and
above and persons with reduced physical, sensory or mental
capabilities or lack of experience and knowledge if they have
been given supervision or instruction concerning use of the
appliance in a safe way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user
maintenance shall not be made by children without supervision.
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SAFETY PRECAUTIONS

/A, CAUTIONS

- Unhook the automatic switch if you foresee not to use the
device for a long time. The airflow direction must be properly
adjusted.

- Cleaning and maintenance must be carried out by specialised
technical personnel. In any case disconnect the appliance from
the mains electricity supply before carrying out any cleaning or
maintenance.

« This appliance has been made for air conditioning domestic
environments and must not be used for any other purpose ,
such as for drying clothes, cooling food, etc.

- Rave repairs carried out only by an authorised Service Centre of
the manufacturer. Incorrect repair could expose the user to the
risk of electric shock, etc.

« The user is responsible for having the appliance installed by
a qualified technician, who must check that it is earthed in
accordancewith currentlegislationandinsertathermomagnetic
circuit breaker.

- The batteries in remote controller must be recycled or disposed
of properly. Disposal of Scrap Batteries Please discard the
batteries as sorted municipal was te at the accessible collection
point.

« Always use the appliance with the air filter mounted . The use
of the conditioner without air filter could cause an excessive
accumulation of dust or waste on the inner parts of the device
with possible subsequent failures.
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SAFETY PRECAUTIONS

/A, CAUTIONS

O

« Never remain directly exposed to the flow of cold air for a long
time. The direct and prolonged exposition to cold air could be
dangerous for your health. Particular care should be taken in
the rooms where there are children, old or sick people.
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PART 1. CONSTRUCTION AIR CONDITIONER

1. FOUR-SIDED CASSETTE TYPE

Indoor unit | Outdoor unit

1. Front panel 10. Refrigeration pipe
. Condensate pump (drainage | 11.Airintake
of the indoor unit) 12. Air outlet
. Drainage pipe
. Air outlet
. Air filter (internal)
. Air intake
. Airflow grille
. Display
. Wireless remote control

N

O 00 NOYUL bW

(@ REMEMBER
All drawings contained in this manual are for illustrative
purposes only. The actual appearance of the front panel and

display of the indoor unit you have purchased may differ from
what you see in the drawing.

%) é) g} The general shape of the unit is as shown in the figure.
® "

™ ] 1 Emergency button

(0] k4
1 1 -
é) é) 2 Infrared receiver

Indicators

3 Alarm indicator
4 Indicator light

5 Timer indicator
6 Defrost indicator
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PART 1. CONSTRUCTION AIR CONDITIONER

2. FLOOR-TO-CEILING TYPE

Indicators

@R?(‘Pﬂf

ANUA l i L
OPERATION TIMER  DEF/FAN ALARM I

)

6

Indoor unit | Outdoor unit

1. Air flow (at discharge) 7. Refrigeration pipe
2. Air intake (with air filter 8. Airintake

inside) 9. Airoutlet
3. Installation part
4. Display
5. Wireless remote control
6. Drainage pipe

(@ REMEMBER

All drawings contained in this manual are for illustrative
purposes only.

The actual appearance of the front panel and display of the
indoor unit you have purchased may differ from what you see
in the drawing. The general shape of the unit is as shown in the
figure.

1 Emergency button
2 Indicator light

3 Timer indicator

4 Defrost indicator
5 Alarm indicator

6 Infrared receiver
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PART 1. CONSTRUCTION AIR CONDITIONER

4. CONSOLETYPE
Indoor unit | Outdoor unit

1. Air flow (at discharge) 7. Refrigeration pipe
2. Air intake (with air filter 8. Airintake

inside) 9. Airoutlet
3. Installation part
4, Wireless remote control
5. Display
6. Drainage pipe

REMEMBER

All drawings contained in this manual are for illustrative
purposes only.

The actual appearance of the front panel and display of the
indoor unit you have purchased may differ from what you see
in the drawing. The general shape of the unit is as shown in the
figure.

1 Infrared receiver
2 Indicator light
Indicators 3 T d
imer indicator
ONO)
4 Defrost indicator
5 Emergency button
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PART 2. NAMES PARTS

1. FOUR-SIDED CASSETTE TYPE

Air supply louvre (adjustable)
Two-way or three-way air outlet. Ask your local distributor

for details.
Grounding screw
(in the electrical box)
Air filter /

(Removes dust/pollutants
from intake air)

Latch (closing of air grille)

Fig. 3-1
2. FLOOR-TO-CEILING TYPE
Horizontal air
discharge louvre
Air intake
Room air intake
\Airﬁlter
i (Removes dust/pollutants from intake air)
Fig. 3-2

3.LOW COMPRESSION DUCT TYPE

Air outlet
(room supply air)

Heat exchanger
(changes cold air into warm air)

Air intake
(room air intake)

Fig. 3-3
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PART 2. NAMES PARTS

4. HIGH COMPRESSION DUCT TYPE

Air outlet

Heat exchanger
(room supply air)

(converts cold air into warm air)

Air intake
(room air intake)

Control box

Fig. 3-4
5.CONSOLETYPE

Air flow louvre

Installation part
(at air outlet)

/Dlsplay panel

Air intake
(with filter inside)

Air flow louvre
(at air outlet)

Fig. 3-5
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PART 3. OPERATION AND PERFORMANCE AIR CONDITIONER

Use the system within the following temperature ranges to ensure safe and efficient operation. Maximum
operating temperature of the air conditioner (heating/cooling):

Temperature Room temperature
Mode

16°C-32°C

Cooling mode

Internal humidity below 80%. Humidity of 80%
or more will cause condensation to form on the
surface of the unit

Heating mode <30°C

Drying mode 17°C-32°C

/& NOTE

1. Using the air conditioner outside the above ranges may cause the unit to malfunction.

2. Itis normal that condensation may collect on the surface of the air conditioner at higher relative
humidity in the room, in which case windows and doors should be closed.

3. Within the specified operating temperature range, the maximum performance of the unit will be
achieved.

4. If the above conditions are not met, a safety device will trip and the air conditioner will switch off.
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PART 3. OPERATION AND PERFORMANCE AIR CONDITIONER

The following recommendations should be taken into account in order to save energy and achieve a fast and
comfortable cooling/heating effect.

%— « An obstructed air filter reduces the performance of the

air conditioner (cooling/heating).
@&
regularly T

+ Close windows and doors
Do not let warm/cool air escape through doors or windows.

« Do not overheat or overcool rooms
Do not expose your body to direct cold air for long periods
of time.
Overcooling the body is unhealthy.
Particular attention should be paid to elderly and disabled
people and children.

« Keep the room temperature at a comfortable level
Adjust the wind direction by adjusting the louvres
accordingly.
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PART 4. SETTING THE AIR DIRECTION

As cold air falls downwards and warm air rises upwards, the direction of the airflow must be adjusted to
improve the cooling or heating effect. Once adjusted, the room temperature will be natural and even and the
occupants will feel comfortable.

/& NOTE

1. If the louvre is directed horizontally in heating mode, the room temperature may be uneven.
2. Direction of blinds:

Orient the air outlet horizontally in cooling mode. Directing the air supply downwards in cooling
mode will cause condensation to form on the air outlet and the surface of the louvre.

1. FOUR-SIDED CASSETTE TYPE

« Cooling mode « Heating mode
Position the blinds horizontally. Point the blinds downwards.

Fig. 5-1 Fig. 5-2
2. FLOOR-TO-CEILING TYPE
« Auto-swing mode « Auto-swing mode
Press the SWING button, the blind will move Adjust the louvre for a better heating/cooling
up and down (left and right) automatically in effect.

a swinging motion.

Fig. 5-3
« Cooling mode « Heating mode
Position the blinds horizontally. Point the blinds downwards (vertically).

Fig. 5-5
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